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Introduction 
¢Ƙƛǎ ǿƘƛǘŜ ǇŀǇŜǊ ŎƻǾŜǊǎ ǊŜŎƻƳƳŜƴŘŜŘ ŎŀōƭŜ ǊƻǳǘƛƴƎ ǇǊƻŎŜŘǳǊŜǎ ŦƻǊ 5Ŝƭƭϰ tƻǿŜǊ9ŘƎŜϰ wпмл systems in the 

following racks:  

 tƻǿŜǊ9ŘƎŜϰ пнмл 

 tƻǿŜǊ9ŘƎŜϰ нпмл 

 tƻǿŜǊ9ŘƎŜϰ пннл 

 PoweǊ9ŘƎŜϰ нпнл 

If you are using the optional CMA, following these procedures will allow you to extend the system from the rack 

for service without powering down or disconnecting the cables. If you are not using the CMA, following these 

procedures will ensure secure attachment and strain relief of the cables behind the system. For guidelines on how 

to route cables within the rack, refer to the Dell Best Practices Guide for Rack Enclosure white paper. 

Section 1: Cabling a Dellϰ tƻǿŜǊ9ŘƎŜϰ wпмл With a Cable Management Arm (CMA) 
This section details how to cable a PowerEdgeÊ R410 system using a CMA. If you are cabling the 

system without the optional CMA, refer to Section 3.   

Follow the instructions contained in the Rack Installation Guide in the rail kit to install the server into the 

rack. Once installed, use these instructions to install the cables.  All illustrations in the following sections 

were created using a PowerEdgeÊ R410 system.  

NOTE:  PowerEdgeÊ R410 systems are not compatible with previous generation rails and CMAs. 

1.1 Connecting the CMA Cables to the System 

Attach the CMA tray to the back of the rails as described in the CMA Installation Instructions provided in 
the CMA kit.  Connect all applicable cables to the rear of the system and verify that all connections are 
secure. See figure 1. 
 
Figure 1: System With Cables Installed 

 
  

1.2 Installing the Inner CMA Attachment Bracket 

As described in the Rack Installation Instructions, locate and attach the appropriate inner CMA 

attachment bracket based on which side you wish to mount the CMA. Use the bracket marked ñAò for 
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mounting the CMA on the left side, and the bracket marked ñBò for mounting on the right side.  See   

figure 2.  

Figure 2: Attaching the Inner CMA Attachment Bracket 

  

 1.3 Routing the Power Cables Through the Strain Reliefs 

After you have installed the tray and cables, route the power cables through the strain reliefs located on 

the power supply handles as shown in figure 3. 

Figure 3: Routing Power Cables Through the Strain Reliefs 

  

 1.4 Routing the Cables Through the CMA 

 NOTE: You can install the CMA on either the rear right or rear left side of the rails. Mounting the CMA on 

the side that is opposite of the power supplies (left-side mount) is recommended; otherwise, the CMA 

must be disconnected in order to remove the outer power supply. Refer to Section 4 for details on power 

supply replacement.  

NOTE: For guidelines on how to route cables within the rack, refer to the Dell Best Practices Guide for 

Rack Enclosures white paper. 
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1.5 Left-Side Mounting Instructions 

1. Install the CMA on the rear left side of the rails by attaching both CMA housings to the attachment 

brackets on the rails. 

2. Route the cables through the CMA while avoiding twisting the cables.  Use the hook and loop straps 

on the CMA to secure the cables. See figure 4. 

 Figure 4: Routing the Cables Through the CMA 

  

3. If the cable bundle includes a keyboard, video, and mouse (KVM) dongle, place the dongle inside the 

CMA basket for light to medium cable loads. If the KVM dongle does not fit inside the basket with the 

other cables, attach the dongle to the exterior of the front basket as shown in figure 5.  

Cables entering the CMA 

should have a small amount 

of slack to avoid cable strain 

when the CMA is extended. 

  

 

NOTE:  Do not store excess cable 

slack inside the CMA. The cable may 

protrude through the CMA, causing 

binding and potentially damaging the 

cable. 
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Figure 5: Attaching the KVM Dongle to the CMA Basket 

  

   

 

 

4. Once you have routed all the cables through the CMA, dress the cable slack between the back of the 

system and the entrance of the CMA using the tie wraps (shown in yellow in all illustrations) provided 

in the CMA kit.  

5. Clip off the excess length of material from the tie wraps. Make sure that the heads of the tie wraps 

are positioned so as to avoid interference with adjacent systems. Return the CMA to the closed 

(retracted) position. 

6. Extend the system out of the rack to verify that there is sufficient slack in the cables on both ends of 

the CMA. 

 

See figure 6 for an example of a completed left-side mounted CMA installation. 

 

KVM dongle 

Use the hook and loop straps on the 

CMA basket to secure the KVM 

dongle. 

  

 


